KUOSTER

Waterproofing Systems

KO STER Jevhn(;éllii E)odacizlo,lertikaI broj 5.02
FAST SETTING CEMENT

VEZUJUCI AKCELERATOR ZA MALTERE

OPIS SKLADISTENJE
Kdster Brzo vezujuéi cement je vezujuéi akcelerator za maltere Na suvom oko 12 meseci
na cementnoj osnovi. Ne sadrzi komponente koje mogu izazvati
koroziju. Pri radu koristiti zaStitnu opremu.

TEHNICKI PODACI

- Slededi sloj pri zidannju posle 3 h
- Slededi sloj kod malterisanja posle 24 h
- Slededi sloj preko koSuljice (npr.smole) posle 7 dana

POLJE APLIKACIJE

Koristi se da bi obezbedio prevremeno vezivanje ccementnog- i
cement/kre€ maltera, kod malterisanja, za fiksiranje elemenata i
kod podvodnog rada (kako slatke tako i slane vode).

APLIKACIJA

Materijal se isporucuje kao prah koji se dodaje suvoj malterskoj
mesavini u mikser. Posle meSanja, po€inje da se se dodaje voda.
Vreme vezivanja se moZe drasticno smanijiti u zavisnosti od doze
dodatog akceleratora. Sledeci podaci su pri temp. od 20° C:

Brzo vez. cement Cemen Majdanski pesak
Pocetak veziv.

1 WP - 1 WP oko 5 min.

1WP - 2 WP oko 7 min.

1 WP - 3WP oko 11 min.

1 WP 1wp 1 WP oko 7 min.

1wWP lwp 6 WP oko 33 min.
POTROSNJA

Preporuc¢ujemo meSanje malih porcija za aplikaciju tokom
kratkog vremena vezivanja maltera.
CISCENJE ALATA

Odmah po upotrebi ocistiti vodom

PAKOVANJE

20 kg dzak

The accurate and thereby effective and successful application of our products is not subject to our control. The guarantee can therefore only be applied to the quality of our products
within the scope of our terms and conditions, not, however, for their effective and successful application. These guidelines replace all previous ones.
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